CHLORINE CHLORINE
REQUIRED REQUIRED
PIPE SPECIFICATION | GALLONS | PER 100° | HTH REQUIRED PER | PER 100° | HTH REQUIRED PER
SIZE PER 100' | FOR 25ppm | 100' FOR 25ppm | FOR 50ppm | 100° FOR 50ppm
(INCHES) (OUNCES) (OUNCES) (OUNCES) (OUNCES)
2 D2241 DR26 16.3 0.05 0.08 0.11 0.17
3 D2241 DR26 36.7 0.12 0.19 0.24 0.38
4 c9o0 bRIE 65.3 0.22 0.34 0.44 0.67
6 $=390 DRIS 146.9 0.49 0.75 0.98 1.51
8 <350 BRag 261.1 0.87 1.34 1.74 2.68
10 S2390 DRIS 408.0 1.36 2.09 2.72 4.19
12 S7300 D18 587.5 1.96 3.02 3.92 6.03
14 S99 bRIg 799.6 2.67 410 5.34 8.21
16 $2300 DRIS 1044.4 3.48 5.36 6.97 10.72
18 $=390 DRI8 1321.8 4.41 6.78 8.82 13.57
20 S2300 DRIS 1631.9 5.44 8.38 10.89 16.57
22 <2390 oRag 1974.6 6.59 10.13 13.17 20.27
24 8:388 Bg;g 2349.9 7.84 12.06 15.68 24.12
NOTE:

1. DISINFECTION SHOULD CONFORM TO THE CURRENT VERSION OF AWWA STANDARD C—651.
2. CALCIUM HYPOCHLORITE (HTH) WITH 65% AVAILABLE CHLORINE BY WEIGHT.
3. FORMULAS ARE AS FOLLOWS:
Cl; REQUIRED FOR DISINFECTION (0Z.) = VOLUME (MG) X Cl, DOSAGE (PPM) X (8.34 LB/GAL) X (16 0Z/LB)

CALCIUM HYPOCHLORITE REQUIRED FOR DISINFECTION (0Z.) = CI:REQUIRED FOR DISINFECTION (0Z.) / (% AVAILABLE CL,/100)
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